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Features:
* Video Resolution: 2 MP;
* Function optimization, intelligent mode switching, automatic white balance;
* Color reproduction, realistic color rendering, better image effect;
* Dual stream, user can choose stream and adjust resolution, 
frame rate, video quality;
* Eseenet P2P one-key remote, network plug and play;
* Support ONVIF protocol to ensure the interconnection and 
interconnection of network video surveillance products.
* Support TF card recording (128G)

 Specifications：
	Specifications
	C2-S-H2

	system structure  
	Embedded LINUX operating system, dual-core 32-bit DSP, pure hard compression

	Sensor 
	2 MP  1 / 2.9 ”CMOS Sensor; color 0.1Lux@F1.2, black / white 0.01Lux@F1.2

	Video processing
	Support H.265 and H.264 video encoding, support dual code streams; support code stream 0.1M ~ 6Mpbs adjustable;

	Image output
	Main stream: 1920 * 1080 @ 15fps; Sub stream: 640 * 360 @ 25fps

	Lens 
	No

	Day and night switch mode
	IR Auto / Full Color / Smart Mode

	Noise reduction
	Support 2D / 3D noise reduction

	Audio processing 
	Default AAC, It is G711 when connect to the NVR, support two-way audio function, support audio and video synchronization

	audio port  
	1 input, level 2Vp-p, impedance 1kΩ, support MIC / pickup input; 1 output, impedance 8Ω, 1W output power, support direct speaker

	Network Interface  
	1 RJ45 Ethernet interface, 10 / 100M adaptive; support TCP / IP, HTTP, UDP, DHCP, DNS, NTP, RTSP and other network protocols

	Extension ports
	Supports expansion of WIFI module and SD card expansion board

	Signal interface 
	1 photoresistor interface, 1 white light control interface, 1 IR-CUT drive interface, support photoresistor input signal and IR-CUT, support dual light source control

	PTZ interface
	Yes

	Alarm
	Motion detection alarm

	Reset button interface 
	 C2-S-H2 module supports reset button on the tail 

	SD card slot
	Support extension

	Reliability
	Comprehensive lightning protection, in line with national and international standards; 7 * 24 hours 60 ℃ high temperature test is stable and reliable (including complete machine test)

	Features
	Support OSD, motion detection; center alert after motion detection alarm, screen pop-up linkage;

	ONVIF 
	Support

	Power supply
	Power supply:DC12V/1A，Power consumption:≤3W 

	Size 
	 38mm*38mm 
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Module Pin description：













WIFI expansion board Pin description:

Article number: 2.7.05.IPE3010
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