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Specifications：

	Specifications
	Model No.
	IPG5520-F

	
	system structure  
	Embedded RTOS real-time operating system

	
	Sensor 
	1/2.8” CMOS Sensor

	
	Video processing 
	H.264 / H.265 video encoding, support dual stream

	
	Image output 
	Main stream: 2560x1920 @ 15fps; Sub stream: 702x576 @ 15fps

	
	Shutter
	1/50 (1/60) seconds to 1/10000 seconds

	
	Lens 
	No

	
	Day/night switch mode 
	Infrared / day / night

	
	Noise reduction
	Support 2D / 3D noise reduction

	
	Wide dynamic 
	No

	
	Auto iris
	No

	
	Audio processing
	G.711 codec standard, support audio and video synchronization

	
	audio port  
	1 input, level 2Vp-p, impedance 1kΩ, support MIC / microphone input;

	
	Network interface
	 1* RJ45 Ethernet interface, 10 / 100M adaptive; support network protocols such as RTSP / FTP / PPPOE / DHCP / DDNS / NTP / UPnP

	
	Extension ports  
	Support for extension SD card

	
	Signal interface 
	1* photoresistor interface, 1 *IR-CUT drive interface, support photoresistor input signal and IR-CUT

	
	PTZ interface
	No

	
	Motor interface 
	No

	
	AlarmI/O 
	1/0 (support PIR departure alarm, optional)

	
	Reset button interface
	No

	
	SD card slot 
	No

	
	Reliability
	Comprehensive lightning protection, in line with national and international standards; 7 * 24 hours 60 ℃ high temperature test is stable and reliable (including complete machine test)

	
	Features  
	Support OSD, motion detection; center alert after motion detection alarm, screen pop-up linkage; 

	
	ONVIF 
	Not support

	
	Power supply
	Power::DC12V/1A,power consumption:≤3W

	
	Size 
	38(H)×38(V)×1.2(T)mm

	
	Others
	Support POE power supply (optional)


Module Pin Descriptions：

[image: image3]
[image: image4.png]


                                                               

Features:：


* 5 MP ultra-clear resolution, clear and delicate images;


* Cost-effective;


* Support 2D / 3D noise reduction;


* Advanced H.265 video compression technology, ultra low bit rate, high definition image quality;


* Lightning protection, in line with national standard GB / T17626.5 and international standard IEC61000-4-5;
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地址：广州市天河区棠东横岭工业区三路九号          联系方式：020-22275999                传真：020-22647897
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