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3MP WiFi module  
                                                   
1. Features:
• 3 MP high-definition sensors with clear and delicate images;
• Default 2mp, 3 mp can be set;
• Support dual light source, serial PTZ control function;
• Supports human shape detection function (only 1080P or less than 1080p resolution is supported)
• Support wireless cascading;
• Support one-click code pairing to wireless NVR;
• Supports 2 types of tail cables with network ports or pure wireless;
• Support dual stream, HD 1080P, SD 360P;
• Support Android / Apple phone (or tablet) remote (LAN and Internet) access and control;
• Support PC (client or browser) remote (LAN and Internet) access and control;
• Support IPC configuration (encoding control, image adjustment, OSD display, etc.);
1. Product specifications:
	  Model No.
	1296P(C8321-W/C8321-WP)

	Image Sensor
	                                                        1 / 2.7 ”Progressive Scan Sensor

	Signal to noise ratio
	> 39.1 dB 

	Video compression standard
	Standard H.264,H.265,H265+

	Resolution
	2304 x 1296 16 : 9 high resolution

	Minimum illumination 
　
	0.01 Lux   color

	
	0.001 Lux   B/W

	OSD 
	日期时间 & 名称 Date Time & Name

	Date Time & Name
	automatic

	Day and night mode
	Day and night mode

	3D digital noise reduction
	automatic

	Mirror / Flip Support
	support

	Privacy masking
	4 Optional area masking

	Video codec
	Support two streams at the same time:

	
	2304x1296@15fps

	
	640x360@15fps

	Audio codec
	G.711 A-Law @ 16bits 8kbps

	Lightning protection level
	IEC61000-4-5                                              Standard IEC61000-4-5

	power input 	
	DC12V – 1A

	Power consumption
	1.2W(100mA) 

	Interface
	                       Analog audio input / analog audio output (optional) / IR-Cut interface

	Operating temperature and humidity
	-10℃ to +50℃ / 30% to 80% RH 

	Storage temperature and humidity
	-20℃ to +60℃ / 20% to 90% RH 

	size
	38(H)×38(V)×1.2(T)mm 

	weight
	6g 



Module pin description:




Tail line description:
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带网口带复位键尾线              带复位键纯无线                带网口不带复位键尾线
                                                         (此尾线可用扩展板上的复位键
或只配套装时可不用复位键)

1.With network port and reset key tail cable

2.Pure wireless with reset button

3.With network port without reset button
(This tail cable can be reset button on the expansion board
(Or the reset button is not required when it is installed only)


5. Status light description:
Light is off: IPC is ready or abnormal
Fast blinking: IPC is in pairing state
Light is always on: IPC wireless is paired, wireless connection is normal
Slow blinking: IPC wireless paired, wireless connection is abnormal
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